
4 Lorry load bearing* 
4 �No interior coating required

Certified collection tanks 
for silage effluent and slurry

First plastic container in Germany 

with DIBt approval as per 
AwSV

•	 �DIBt-approved & AwSV-compliant: 
Usability certification in accordance with  
AwSV for maximum legal certainty.

•	 �No interior coating required: 
Chemically resistant PE does not require  
any additional internal coating.

•	 �High stability & tested quality: 
Robust construction for demanding installation 
conditions; suitable for cvehicle and lorry load 
bearing.*

•	 �Easy to assemble & easy to transport: 
Lightweight, impact-resistant PE material  
– no heavy equipment required

JGS Columbus tank 
6,500 L

JGS Carat XL tank 
10,000 L

JGS Carat XXL tank 
16,000 L

APPROVED

REQUESTED REQUESTED

2015 x 2680 x 2290 mm (W x L x H)

* DIBt approval requested

Pedestrian loading:	Item no.: 105144
Car passable: 	 Item no.: 105145*

Cover for lorry load bearing to be provided by the customer*when used with a load distribution plate

Certified reliability.
The first in the industry:  
GRAF JGS tanks with  
official DIBt approval

www.graf.info

Perfect for
•	 Farms
•	� Fixed installations for the storage and dispensing 

of slurry, liquid manure, silage, solid manure and 
digestate

•	 Community facilities and building yards
•	 Biogas plants

JGS Carat XXL tank
22,000 L

APPROVED

Pedestrian loading:	Item no.: 105147
Vehicle loading:	 Item no.: 105148
Lorry loading:	 Item no.: 105149

2500 x 6215 x 3160 mm (W x L x H)

Pedestrian loading:	Item no.: 105155
Vehicle loading: 	 Item no.: 105156
Lorry loading:	 Item no.: 105157

2240 x 3520 x 2895 mm (W x L x H)
Pedestrian loading:	Item no.: 105158
Vehicle loading: 	 Item no.: 105159
Lorry loading:	 Item no.: 105160

2500 x 4590 x 3160 mm (W x L x H)
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•	 Lorry load bearing up to SLW 60 with load distributing plate
•	 �Groundwater level stable up to the middle of the tank
•	 Lighter than concrete and steel
•	 �Numerous connection interfaces 
•	 Optionally available with second tank dome
•	 �Volumes of up to 56,000 L without the need for  

special transport

•	 Specially designed for bunker silos in agriculture
•	 �Also suitable for compost and green waste sites

Your competent specialist dealer:

Otto Graf GmbH
Kunststofferzeugnisse 
Carl-Zeiss-Straße 2 – 6
DE-79331 Teningen

Tel.: +49 7641 589-0 
Fax: +49 7641 589-50
export@graf.info
www.graf.info

Please observe the legal requirements. 
You can obtain information from the water or district authority.

16,000 2500 4530 3160 2550 610 650 750 105105
22,000 2500 6200 3160 2550 610 650 1000 105106
26,000 2500 7200 3160 2550 610 650 1200 105107
32,000 2500 8415 3160 2550 610 650 1475 105108
36,000 2500 9205 3160 2550 610 650 1585 105109
42,000 2500 10690 3160 2550 610 650 1865 105110
46,000 2500 11480 3160 2550 610 650 1975 105111
52,000 2500 12965 3160 2550 610 650 2250 105112
56,000 2500 13755 3160 2550 610 650 2360 105113

8,500 2500 3500 3160 2550 610 650 380 105103
10,000 2500 3520 3160 2550 610 650 455 105104
13,000 2500 4000 3160 2550 610 650 600 105142

Contents 
[Litres]

Width
[mm]

Length 
[mm]

Total height 
[mm]

Height
[mm]

Tank dome height 
[mm]

Tank dome inner Ø 
[mm]

Weight 
[kg]

Item 
no.

3,750 2500 2080 3160 2550 610 650 150 105100
4,800 2500 2080 3160 2550 610 650 185 105101
6,500 2500 2390 3160 2550 610 650 220 105102

Carat

Collection tank for  
silage effluent and slurry

JGS tank 
without DIBt approval

Supplied with a manufacturer’s  
letter of suitability

In the figure above:  
Carat XL 8,500 L with pedestrian tank cover 
Carat XXL 46,000 L tank with lorry load bearing telescopic dome shaft.  
Cover to be provided by the customer.

8,500 L

46,000 L

Please observe all legal requirements. Information can be obtained 
from your local water or district authority.


