1985 [6'-6.2"

¢ 575 [1'-10.6"]

o
S
o
ANTe)
T L,
I
DN110
= ™ DN110 o
a —

2430 [7-116"]— -

1540 [5'-.6"——=~—=890 [2-11"}—

—t
LT —
1535 [5'-.4"]—J

‘j@i IT

sludge storage/ buffer

410 [1-4.2"]

140-340
[5.5"-1'-1.4"]

7
& -

Al
o

m

1820 [5'-11.7"

section SBR reactor

SBR reactor

TD - Mini (as option)

SI_} DN 110 "’%S
LI IOI L1l —

&=

b i Artikel-Nr.
oneAdvanced 22 EW TD-Maxi productno 106931

2 x Carat S4800 L /2 x 1268 gal. il

©B  oneAdvanced 22 inh. ES  oneAdvanced 22 PE FR oneAdvanced 22 EH revision

TD-Maxi Cupula Maxi Maxi-déme

2xCarat S4800L/2x 1268 gal.| 2x Carat S4800L/2x 1268 gal. | 2 x Carat S4800L /2 x 1268 gal.

gezechnet IsC o 2x220kg Otto Graf GmbH

Datum Toleranz Carl-Zeiss-Str. 2-6

date 2022.08.08 tolerance +/- 3% DE-79331 Teningen GR AF

Mafistab Einhett finch] mail@graf.info ®

i . inheiten mm [inc! .
scale M 1:40/1:30 units gal. = US gal. www.graf.info
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