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Querschnitt Belebung
Cross-section SBR-reactor

140-340
[5.5"-1'-1.4"]

Sludge storage and buffer
Schlammspeicher  und Puffer (AS)

SBR Reactor
Belebung (AR)

10920 [35'-9.9"] (bei einem Behälterabstand von 0,6m)
at a distance of 0,6m between the tanks

2280 [7'-5.8"]
600 [1'-11.6"]
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Querschnitt Belebung
Cross-section SBR-reactor
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≥ 11,90 m

Rollkies Körnung 8/16mm
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Ablauf / outflow
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Otto Graf GmbH
Carl-Zeiss-Str. 2-6
DE-79331 Teningen
mail@graf.info
www.graf.info

Artikel-Nr.
product no.
article no.
articulo no.

gezeichnet
drawn

Gewicht
weight

Toleranz
tolerance

Einheiten      mm [inch]
units      gal. = US gal.

Datum
date

Maßstab
scale

D

GB ES FR

+/- 3%

revision

4 x 220 kg

M 1:40

ISC

106952oneAdvanced 44 EW TD-Maxi
4 x Carat S 4800 L / 4 x 1268 gal.

oneAdvanced
44 inh. TD-Maxi

4x Carat S 4800 L /4x 1268 gal.

oneAdvanced
44 PE Cúpula Maxi

4x Carat S 4800 L /4x 1268 gal.

oneAdvanced
44 EH Maxi-dôme

4x Carat S 4800 L /4x 1268 gal.

DIN A3

2024.01.18

105921
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